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Simplicity in Safety

Description
Hand injuries are among the most common industrial accidents. To address the industry's need 
for tools that prevent such injuries, we have developed the CableSafe Push and Pull Stick product 
range in collaboration with end users. This range provides a safe and efficient solution for various 
industrial environments by allowing users to maintain a safe distance from objects, reducing the 
risk of hand injuries.

Typical applications include:

- Guiding heavy loads – ensuring safe positioning of objects
- Handling high-temperature objects – keeping hands away from extreme heat sources
- Removing debris from conveyor belts – ensuring smooth operations
- Other industrial tasks requiring precision and safety
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Confined Space Safety 
Push Pull Stick

> Push and pull stick available sizes 95 cm (37.4") and 190 cm (74.8")

HM-RHC

HM-RHS

MH-RHM HM-RHPP

HM-RHX HM-RHSTWIST

> replacable head available in 6 different sizes C, M, P, S, X and Twist



> MODEL CHARACTERISTICS

Push and Pull Stick

Simplicity in Safety
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• Interchangeable heads for quick and easy adaptation to different tasks
• Heavy-duty fiberglass handle that is both durable and lightweight
• Quick-connect system ensuring a fast and secure attachment between 

the tool head and handle
• Ergonomic butt grip designed for maximum comfort and control
• Available in multiple lengths: 95 cm (37.4”) and 190 cm (74.8”) 
• Custom tool heads available on request
• Production in Belgium
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Confined Space Safety 
Push Pull Stick

> Not for lifting or hoisting. These tools are designed for pushing, pulling, and guiding objects only.> Temperature resistance. Suitable for use in ambient temperatures from -30°C to 80°C.> Protection requirements. Always protect the tool from exposure to chemicals, sharp objects,
vibrations, impacts, and electrical hazards, as these may impair its function.> Safety compliance. Users must always follow the relevant safety regulations of their working
environment.> Work environment considerations. Ensure proper lighting, a clean and obstacle-free work floor,
anti-slip surfaces, and awareness of level differences or stairs to prevent accidents.> Work zone access. Use the tool under appropriate supervision where necessary.> Inspection and maintenance. While periodic inspections are not mandatory, we recommend regular
checks by safety officers and operators. Any damage or missing parts must be reported
immediately

Certified Tool: 1811187-00



OUR WORK AREA
Simplicity in Safety

Main office / HQ 
Leusden, The Netherlands
Westmark B.V.Subsidiary

Draper, Utah, USA
Westmark LLC
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